
SEMI-AUTOMATIC DATA ENTRY
Hand-operated gauge arm with 
easyALU™ assisted rim data entry 
for diameter and distance. Touch 
the rim with the gauge arm to 
enter the rim dimensions and 
automatically select the weight 
balancing mode.

SEMI-AUTOMATIC INTEGRATED DIGITAL
WHEEL BALANCER

QUICK NUT WHEEL CLAMP
An easy-to-use manual clamping 
device that allows a secure 
attachment of the wheel to the 
balancer shaft.

WHEEL COVER
The wheel cover prevents objects 
from flying, protecting technicians 
from possible accidents.

SPLIT WEIGHT MODE
This feature allows for accurate 
balancing with easy-to-follow 
manual procedures to hide the 
weights behind the spokes, 
preserving the wheel’s visual 
presentation.

B100
TRUSTED PERFORMANCE 
RELIABLE SERVICE
The John Bean® B100 is an easy-to-navigate 
semi-automatic wheel balancer that helps 
technicians get through the balancing 
process effortlessly and add more business 
to the shop.

Small in size, but equipped with features, the 
B100 can fit virtually anywhere in the shop. 

With an integrated digital display to assist 
technicians through the wheel balancing 
process, the B100 allows for easy operation, 
helping technicians to measure wheels and 
quickly move through a balancing cycle. 

A protective wheel cover adds safety during 
the operation and keeps the technician 
protected from flying objects.

Increase your profits and keep valuable 
wheel service business in-house with the 
John Bean B100 wheel balancer. 
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INTEGRATED DIGITAL
LED DISPLAY

B100

Ergonomic weight-tray-
integrated touchpad 
operation with intuitive 
LED display.

• Three Centring Cone Set    
(42-116mm)

• Weight Pliers
• Adhesive Weight Remover
• Clamping Cone with Rubber 

Cushion
• Calibration Weight
• 4 Storage Pegs
• Quick Nut
• Rim Width Caliper

• Light Truck Kit - Spacer and 
Cone (122-172mm)

• Motorcycle Wheel Adaptor
• Clamping Plate (200mm)
• Set of 9 Low-Taper Centring 

Collets (52,5-122mm)
• FP Quick Flange for Manual 

Clamp for 4, 5, or 6-Stud Holes
• External Insulation Transformer

STANDARD ACCESSORIES OPTIONAL ACCESSORIESTECHNICAL SPECIFICATIONS

Max Wheel Diameter 37,8"  |  96cm

Max Wheel Weight 154 lbs.  |  70 kg 

Max Rim Width 20"  |  51cm 

Power Supply   230V 50/60Hz

Dimensions HxWxL 67"x40"x43"  |  171x100x110cm
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FIND A DISTRIBUTOR

Snap-on® Total Shop Solutions offers a wide range of garage equipment solutions for workshops, garages, car dealers, and tyre shops, thanks to the specific 
solutions provided by its portfolio of premium brands. John Bean is a brand of TSS and is committed to product innovation and improvement. Therefore, 
specifications listed in this sell sheet may change without notice. ©2023 Snap-on Incorporated. John Bean is a trademark, registered in the United States and other 
countries, of Snap-on Incorporated. All rights reserved. All other marks are marks of their respective holders.      sswb22178a (EU en)      06/2023
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