T7800 combines high productivity features with high performance.

INTRODUCING THE T7800 PROFESSIONAL TIRE CHANGER

ALL IN ONE TIRE CHANGER
**High Productivity** **Ease of Use** **Less Technician Fatigue**

**T7800 Combines High Productivity Features and Safety in Less Time.**

**Key Features**

**quickLOK™**
- The fast and effortless automatic wheel clamping with center post design
- No wheel damage
- No jaw protection required
- No need to ‘push’ the rim into the jaws
- No restriction on rim size
- Constant locking force
- Electromechanical lock/unlock switch on the panel

**Optimum Bead Breaker System**

**Dynamic Bead Breaker**
- No wheel damage
- Enhances precision and productivity with synchronized dual disks
- Adjustable pneumatic tilt disk enables easy operation with hard sidewall tires

**On Floor Bead Breaker**
- Ease-of-use
- Fastest bead breaking for soft sidewall and high aspect ratio tires
- Shovel actuated by a switch on the handle

**PowerMONT™**
- The innovative, fast, and easy-to-use leverless mount and demount system

**Fast**
- Synchronizes automatically with dynamic bead breaker position for enhanced speed
- Fast disengage and repositioning

**Safe**
- Optimal tool design protects the bead from stress during operation
- Plastic protection avoids rim damage at all times

**Easy-to-Use**
- Intuitive and simple operation control

**Reliable**
- Improved steel quality, unique design and plastic protection guarantee steady tire mount and demount

**Lower Bead Camera Viewer**
- Assists technician during lower bead breaking operation.

**Top Side Bead Seater**
- Ergonomic nozzle injects high-speed air blast into the tire, raising the bead to seal the tire to the rim.

**Dynamic Bead Breaker**
- Ergonomic and easy-to-adjust system provides the best and easiest bead breaking procedure for UHP and Run Flat tires.

**Lower Bead Camera Viewer**
- Assists technician during lower bead breaking operation.

**Top Side Bead Seater**
- Ergonomic nozzle injects high-speed air blast into the tire, raising the bead to seal the tire to the rim.

**PowerMONT™**
- Continuously monitors torque and automatically reduces speed during critical procedures.

---

800.362.4618 (US) or 800.362.4608 (Canada)  
www.johnbean.com / www.johnbean.ca
STANDARD ACCESSORIES

- EAA0304G16A Lube Brush
- EAA0408G33A Plastic Tire Protector
- EAA0358G85A Bead Clamp
- EAA0377G23A Smart Bead Spacer
- EAA0378G36A Bead Breaker Tool
- EAK0303G58A powerMONT™ (10) Lower Tool Protector
- EAK0303G57A powerMONT™ (10) Upper Tool Protector
- EAA0349G06A Light Truck Wheel Kit
- EAA0440G52A Spacer for Bead Breaker (50mm)
- EAA0440G53A Spacer for Bead Breaker (70mm)
- EAA0481G79A Tool Storage

OPTIONAL ACCESSORY

- EAM0058G12A Reduction Cone (ø45mm)
- EAM0058G07A Reduction Cone (ø78mm)
- EAC0099G40A Reduction Cone (ø120mm)
- EAC0102G25A Reduction Cone (ø145mm)
- EAA0440G51A Spacer for Bead Breaker (20mm)
- EAA0440G50A (5) 19mm cylindrical tip pins
- EAA0364G00A Reverse Mount Wheel Kit
  - (5) 24mm cylindrical tip pins
  - (5) 24mm conical tip pins

EQUIPMENT SPECIFICATIONS

- Part Number: EEWH586AUB
- Max Rim Diameter: 12” - 30”
- Max Tire Width: 15” (380 mm)
- Max Rim Width: 13” (330 mm)
- Max Wheel Diameter: 47” (1200 mm)
- Reverse Wheels (Clearance/Flange Tool): 12” (305 mm)
- Wheel Lift Capability: 154 lb (70kg)
- Standard Power Supply: 230V 1ph 50-60Hz 16A
- Air Pressure Required: 116 - 174 psi (8-12 bar)
- Footprint (W x D x H): 58” x 73” x 74” (1481 x 1863 x 1880 mm)
- Shipping Weight: 1190 lbs (540 kg)

For more information regarding the T7800, call 800.362.4618 (US) or 800.362.4608 (Canada)
www.johnbean.com